
SCHEDULE OF REQUIREMENT

Description of itenrs
Quantity

PUR/526

SUPPLY A

SPRAY CHAMBER SET UP FOR CORROSION
STUDY

1 INSTALLATION, COMMISSIONING AND TRAINING

2 WARRANTY

1'1" rhe ordered goods are required to be installed and commissioned within 15 days of receipt ofgoods at final destination' Installation should be carried out onry by expert engineers ofsupplier / Manufacturer' During the course of instailation, necessary training on operation andmaintenance of the goods shall be imparted to lnstitute's scientist / Engineers/Technicians.

comprehensive on-site warranty for a period of oNE YEAR must be provided to be effectivefrom the date of successful completion of installation ,no commissioning and finar acceptanceof the items / equipment at the user's raboratory / rnstitute.

Sl No.

1



Annexure-L

Description
SL No Technical SPecification

I Construction of chamber Inside: Stainless steel with corroslon reslstant rlDer

reinlbrced Plastic.

Outsicle: stainless steel with transparent lid (plexi

glass) to observe the sample under test'

1 20- 1 30 I-iters

Toso r-it.r= -
2. Volr-u-t-re of inner chamber

J. Capacity of tank

4. Test type Neutral salt solution and actdtc sollltlon tesr

-Amt,i."t to OO'C

PT- I 00

1.o-i.o -risb.#p.. ho;' -

< 1, 2-3t'C

5. Temperature Range

6. Temperature sensor

7. Spray quantitY

8. Temperature uniformitY

9. Temperature Control Programmable login controller wlth auto lune Lypc'

clata storage. digital disPlaY.

r.oo I bLtr-LElcir'

Requirecl.

b io rooob '"iirlGt

10. Air Pressure

i1.- 1 Ai; Pt.itr.. Regurlator

12. Timer

13. Cover Acrylic sheet witl"r viewtng wllldow (transparentJ'

Teio choke inlet material atomizer'

\ozzle type

l."t"uG-ffi
Sirurlc phase 220 volt- 50 Hz- i Kn

-1 HP

0-7

Glass wool

14. Atomizer

15. Drainage facilitY

16. Wheel facility

17. Power SupplY

18. Air Cornpressor

19. Fn Vulr" for testing

20. Insulation

21 Sample holder Dr"ral type sample holder (tray and hangtng lacllltyJ

asrM gt tz22. Test standard

{
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rD^
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